PROPOSED TYPICALS

STA 1139495 TO STA 1140+39.34

1 172" PROPOSED HMA SURFACE COURSE, MIX C, N50
PROPOSED HMA SHOULDER, & 1/2”

12" PROPOSED SUB-BASE GRANULAR MATERIAL, TYPE A /

HMA BASE COURSE WIDENING, 9”
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HMA SURFACE REMOVAL
(VAR DEPTH)

———— STRIP REFLECTIVE CRACK CONTROL
(BETWEEN SURFACE & BINDER - TYP)

— EXISTING PAVEMENT

PROPOSED 1 1/2" HMA SURFACE, MIX D, N7T0
PROPOSED 1 HMA LEVELING BINDER, N70

GEOTECHNICAL FABRIC FOR GROUND
STABILIZATION (SEE NOTE 1)

RATE OF APPLICATION = 112 LB/SQ YD/IN (MIX “C” & MIX “D")

STA 1140+39.34 TO STA 1146+78.40
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GEOTECHNICAL FABRIC FOR GROUND
STABILIZATION (SEE NOTE D)

NOTE 1:

STA 1141+00 - STA 1145450 RT
STA 1141+00 - STA 1145+50 LT
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HMA SURFACE REMOVAL
(VAR DEPTH)

STRIP REFLECTIVE CRACK CONTROL
(BETWEEN SURFACE & BINDER - TYP)

EXISTING PAVEMENT

PROPOSED 1 172" HMA SURFACE, MIX D, N70
PROPOSED 1 HMA LEVELING BINDER, N70

HMA BASE COURSE WIDENING, 9
12’ PROPOSED SUB-BASE GRANULAR MATERIAL, TYPE A

GEOTECHNICAL FABRIC FOR GROUND
STABILIZATION (SEE NOTE 1)

1 172" PROPOSED HMA SURFACE COURSE, MIX C, N50
PROPOSED HMA SHOULDER, 6 1/2”

RATE OF APPLICATION = 112 LB/SQ YD/IN (MIX “C” & MIX /D’)

GEOTECHNICAL FABRIC FOR GROUND
STABILIZATION (SEE NOTE 1)
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